Environmental Protection Agency

(i) There are threatened or endan-
gered or otherwise protected federal,
state, or tribal species, or critical habi-
tat for these species, within the hy-
draulic zone of influence of the cooling
water intake structure; or

(ii) Based on information submitted
by any fishery management agency(ies)
or other relevant information, there
are migratory and/or sport or commer-
cial species of impingement concern to
the Director that pass through the hy-
draulic zone of influence of the cooling
water intake structure; or

(iii) Based on information submitted
by any fishery management agency(ies)
or other relevant information, that the
proposed facility, after meeting the
technology-based performance require-
ments in paragraphs (b)(2) and (5) of
this section, would still contribute un-
acceptable stress to the protected spe-
cies, critical habitat of those species,
or species of concern;

(5) You must select and implement
design and construction technologies
or operational measures for mini-
mizing entrainment of entrainable life
stages of fish and shellfish;

(6) You must submit the applicable
application information required in 40
CFR 122.21(r) and §125.136(b). If you are
a fixed facility you must submit the in-
formation required in 40 CFR
122.21(r)(2) (except (r)(2)(iv)), (3), and (4)
and §125.136(b) of this subpart as part of
your application. If you are a not a
fixed facility, you must only submit
the information required in 40 CFR
122.21(r)(2)(iv), () (except (r)(3)(ii))
and §125.136(b) as part of your applica-
tion.

(7) You must implement the moni-
toring requirements  specified in
§125.137; and

(8) You must implement the record-
keeping requirements specified in
§125.138.

(c) Track Il requirements for new off-
shore oil and gas extraction facilities. The
owner or operator of a new offshore oil
and gas extraction facility that is a
fixed facility and chooses to comply
under Track Il must comply with the
following requirements:

(1) You must demonstrate to the Di-
rector that the technologies employed
will reduce the level of adverse envi-
ronmental impact from your cooling
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water intake structures to a com-
parable level to that which you would
achieve were you to implement the ap-
plicable requirements of paragraph
(b)(2) and, if your facility is a fixed fa-
cility without a sea chest, also para-
graph (b)(5) of this section. This dem-
onstration must include a showing that
the impacts to fish and shellfish, in-
cluding important forage and predator
species, will be comparable to those
which would result if you were to im-
plement the requirements of paragraph
(b)(2) and, if your facility is a fixed fa-
cility without a sea chest, also para-
graph (b)(5) of this section. In identi-
fying such species, the Director may
consider information provided by any
fishery management agency(ies) along
with data and information from other
sources;

(2) For cooling water intake struc-
tures located in an estuary or tidal
river, the total design intake flow over
one tidal cycle of ebb and flow must be
no greater than one (1) percent of the
volume of the water column within the
area centered about the opening of the
intake with a diameter defined by the
distance of one tidal excursion at the
mean low water level;

(3) You must submit the applicable
information required in 40 CFR
122.21(r)(2) (except (r)(2)(iv)), (3) and (4)
and §125.136(c);

(4) You must implement the moni-
toring requirements specified iIn
§125.137;

(5) You must implement the record-
keeping requirements specified in
§125.138.

(d) You must comply with any more
stringent requirements relating to the
location, design, construction, and ca-
pacity of a cooling water intake struc-
ture or monitoring requirements at a
new offshore oil and gas extraction fa-
cility that the Director deems are rea-
sonably necessary to comply with any
provision of federal or state law, in-
cluding compliance with applicable
state water quality standards (includ-

ing designated uses, criteria, and
antidegradation requirements).
§125.135 May alternative require-

ments be authorized?

(a) Any interested person may re-
quest that alternative requirements
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less stringent than those specified in
§125.134(a) through (d) be imposed in
the permit. The Director may establish
alternative requirements less stringent
than the requirements of §125.134(a)
through (d) only if:

(1) There is an applicable require-
ment under §125.134(a) through (d);

(2) The Director determines that data
specific to the facility indicate that
compliance with the requirement at
issue would result in compliance costs
wholly out of proportion to the costs
EPA considered in establishing the re-
quirement at issue or would result in
significant adverse impacts on local
water resources other than impinge-
ment or entrainment, or significant ad-
verse impacts on energy markets;

(3) The alternative requirement re-
quested is no less stringent than justi-
fied by the wholly out of proportion
cost or the significant adverse impacts
on local water resources other than im-
pingement or entrainment, or signifi-
cant adverse impacts on energy mar-
kets; and

(4) The alternative requirement will
ensure compliance with other applica-
ble provisions of the Clean Water Act
and any applicable requirement of fed-
eral or state law.

(b) The burden is on the person re-
questing the alternative requirement
to demonstrate that alternative re-
quirements should be authorized.

§125.136 As an owner or operator of a
new offshore oil and gas extraction
facility, what must I collect and
submit when I apply for my new or
reissued NPDES permit?

(a)(1) As an owner or operator of a
new offshore oil and gas extraction fa-
cility, you must submit to the Director
a statement that you intend to comply
with either:

(i) The Track | requirements for new
offshore oil and gas extraction facili-
ties in §125.134(b); or

(if) If you are a fixed facility, you
may choose to comply with the Track
Il requirements in §125.134(c).

(2) You must also submit the applica-
tion information required by 40 CFR
122.21(r) and the information required
in either paragraph (b) of this section
for Track | or, if you are a fixed facil-
ity that chooses to comply under
Track Il, paragraph (c) of this section
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when you apply for a new or reissued
NPDES permit in accordance with 40
CFR 122.21.

(b) Track 1 application requirements.
To demonstrate compliance with Track
I requirements in §125.134(b), you must
collect and submit to the Director the

information in paragraphs (b)(1)
through (3) of this section.
(1) Velocity information. You must

submit the following information to
the Director to demonstrate that you
are complying with the requirement to
meet a maximum through-screen de-
sign intake velocity of no
morethan0.5ft/s at each cooling water
intake structure as required iIn
§125.134(b)(2):

(i) A narrative description of the de-
sign, structure, equipment, and oper-
ation used to meet the velocity re-
quirement; and

(ii) Design calculations showing that
the velocity requirement will be met at
minimum ambient source water sur-
face elevations (based on best profes-
sional judgment using available
hydrological data) and maximum head
loss across the screens or other device.

(2) Source waterbody flow information.
If you are a fixed facility and your
cooling water intake structure is lo-
cated in an estuary or tidal river, you
must provide the mean low water tidal
excursion distance and any supporting
documentation and engineering cal-
culations to show that your cooling
water intake structure facility meets
the flow requirements in §125.134(b)(3).

(3) Design and Construction Technology
Plan. To comply with §125.134(b)(4) and/
or (5), if applicable, you must submit to
the Director the following information
in a Design and Construction Tech-
nology Plan:

(i) If the Director determines that ad-
ditional impingement requirements
should be included in your permit:

(A) Information to demonstrate
whether or not you meet the criteria in
§125.134(b)(4);

(B) Delineation of the hydraulic zone
of influence for your cooling water in-
take structure;

(ii) New offshore oil and gas extrac-
tion facilities required to install design
and construction technologies and/or
operational measures must develop a
plan explaining the technologies and
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